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Ground floor internal door leaves to be 838mm
(achieving minimum 775mm clear openings).
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padstones to Structural Engineers
Details

Gallows brackets

For dimensions and details relating to beams,
joists, lintels, foundations and padstones see

Structural Engineers drawings
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bri building over
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~—__Indicates span of 200x50 C24
joists at 400mm/crs

—_ 2No 200x50 C24 timbers forming
low level gathering rail

Flat roof joists to be 150x50 at
_— 400mm/crs

6000

Blockwork partitions. non load bearing
partitions to be conected to load bearing
walls using expanded metal or wall ties at
300mm crs to reduce cracking

I~ Staircase dimensions to be carefully

considered prior to fabrication
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equal risers min 220mm going max
220mm rise. Min headroom 2000mm
over centre line of stair from nosing
line
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openings

access entrance door to be max 1:20 gradient ]
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Layout of drain runs to be
ascertained on site once work
commences

d

Catnik lintels over all structural
openings

New doors to be aluminium

Ground Floor Plan

1:50

Foundations to be installed as
per Structural Engineers details

All dimensions to be checked on
site prior to work commencing

See Structural Engineers

drawings for pad stone and lintel

details

New doors and windows to be
UPVC

Dashed line indicates line of roof

New windows to comply with regulations
regarding escape |E side hung casement
unobstructed opening 850x500 and max 1100mm
above finished floor level.

See general notes for external

wall construction |

Hatched studwork to be

sheathed both sides with 12mm |
ply glued and screwed to 100x50
vertical sw studs at 400mm/crs

and cross nogged

Walls standard cavity ——

construction

Dashed lines indicate line of — |
roof over /
Standard studwork

construction

New windows with obscure
glazing

Main Contractor to consider
window cill levels prior to
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| Roof at low level

Seal all voids where services and
ducting pass through walls, floors and
ceilings

Catnik lintels over all structural
openings

New window with obscure

|_— glazing

Walls standard cavity
construction

Staircase dimensions to be carefully

— considered prior to fabrication

New timber stair comprising 12No
equal risers min 220mm going max
220mm rise. Min headroom 2000mm
over centre line of stair from nosing
line

Walls standard cavity

Standard studwork
construction

See general notes for external
wall construction
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First Floor Plan

New windows to comply with regulations
regarding escape |E side hung casement
unobstructed opening 850x500 and max 1100mm
above finished floor level.
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