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Existing Property

Proposed Development

Adjacent Buildings

Application Boundary

All drawings should be read in conjunction with the entire PL Series drawings. Full details 
and specifications will be provided following approval of the planning application and through 
a formal Building Control submission prior to commencement of  site works & construction.

1 Proposed Timber Stud Wall

2 Proposed Double timber Stud Wall (to suit opening)

3 Proposed Metal Framed crittal style doors and fixed screens (see drawing xxxx - xxx)

Rear elevation not surveyed due to limited access 
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Car Parking 01

Car Parking 02

Note: Dashed line denotes 
existing timber beam above 

Note: Dashed line denotes 
existing timber beam above 
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Vehicle Tracking 
For vehicle tracking to suit highways, 

please refer to document:
22-01694-FUL Large Car Tracking 

Check 

Boundary Demarcation
A limestone paving slab, arranged in 
stack bond will align to the removed 
boundary wall in order to demarcate 

the boundary 

Permeable driveway
A limestone paving slab laid onto 
permeable sub-base suitable to 

vehicle parking

Existing stone piers
The existing stone piers to the shared 
driveway entrance are to be retained 

Proposed Condensor position
Proposed position for mechanical 
heating and cooling condenser. 

Location to be confirmed by specialist. 
Colour finish to be white.
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Note: 
New railing and 

greenery position to be 
set back from 

neighbouring window 

Internal glazing detail
For internal glazing elevations and 

detail refer to drawing xxx - xxx

B
ra

c
e

B
ra

c
e

B
ra

c
e

B
ra

c
e

Brace

Brace

-

--

-

-

-

-

- -

-

-

-

1

1

1
1 1 1

1

1

1

1

1
1

2

2

1

1

3

-
---

-

PLANT
G19

2 x 250 Litre 
water tanks

1

Timber 
Enclosure 

(2.0m AFFL)

Timber Screen 
(2.0m AFFL)

Existing Condensor 
To be removed. New condensors 

relocated to enclosure to rear. 

Existing Condensor 
To be removed. New condensors 

relocated to enclosure to rear. 

Proposed Condensor 
position

Proposed position for 
mechanical heating and 
cooling condenser and 2 
x air source heat pumps. 
Location to be confirmed 

by specialist. Colour 
finish to be white.
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PLANNING

PROPOSED GROUND FLOOR

Undisclosed

HMD -  FST -  PL - 011

RES 28/06/22

0344 - 001  Proposed works to Village Hall, High Melton
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